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Version 5 Standard Detail Drawing 10A18 (sheet a) September 19, 2014 
Luminaire Arms, Single Member 6-inch Clamp 

References: 
FDM15-5 Attachment 30.5 and 30.6 for conventional symbols. 
Standard Spec 657 Poles, Arms, Standards and Bases 

Bid items associated with this drawing: 
ITEM NUMBER DESCRIPTION UNIT 
657.0330 Poles Type 7  ............................................................................................. EACH 
657.0375 Poles Type A  ............................................................................................ EACH 
657.0380 Poles Type E  ............................................................................................ EACH 
657.0720-0735 Luminaire Arms Truss Type 6-Inch Clamp (feet) ......................................... EACH 

Standardized Special Provisions associated with this drawing: 
STSP NUMBER TITLE 
NONE 

Other SDDs associated with this drawing: 
SDD 10A17 Poles sheets "a", "b" and "c" 

Design Notes: 
NONE 

Contact Person: 
Ahmet Demirbilek (414) 220-6801 

 (414) 322-9606 (Mobile) 
 

https://wisconsindot.gov/rdwy/fdm/fd-15-05-att.pdf#fd15-5a30.5
https://wisconsindot.gov/rdwy/fdm/fd-15-05-att.pdf#fd15-5a30.6
https://wisconsindot.gov/rdwy/stndspec/ss-06-57.pdf
https://wisconsindot.gov/rdwy/sdd/sd-10a17.pdf#page=1
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DETAILS OF CONSTRUCTION, MATERIALS, AND WORKMANSHIP NOT SHOWN ON

THIS DRAWING SHALL CONFORM TO THE PERTINENT REQUIREMENTS OF THE
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ALL THREADED FASTENER COMPONENTS SHALL BE STAINLESS STEEL.  NUTS

SHALL BE HEX NUTS.  BOLTS SHALL BE HEX HEAD.  ALL THREADED SURFACES 

SHALL BE COATED WITH ANTI-SEIZE COMPOUND PRIOR TO INSTALLATION.
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SDD 10A18-b Luminaire Arms, Truss Type 6-inch Clamp



 

Version 5 Standard Detail Drawing 10A18 (sheet b) September 19, 2014 
Luminaire Arms, Truss Type 6-inch Clamp 

References: 
FDM15-5 Attachment 30.5 and 30.6 for conventional symbols. 
Standard Spec 657 Poles, Arms, Standards and Bases 

Bid items associated with this drawing: 
ITEM NUMBER DESCRIPTION UNIT 
657.0330 Poles Type 7  ............................................................................................. EACH 
657.0375 Poles Type A  ............................................................................................ EACH 
657.0380 Poles Type E  ............................................................................................ EACH 
657.0720-0735 Luminaire Arms Truss Type 6-Inch Clamp (feet) ......................................... EACH 

Standardized Special Provisions associated with this drawing: 
STSP NUMBER TITLE 
NONE 

Other SDDs associated with this drawing: 
SDD 10A17 Poles sheets "a", "b" and "c" 

Design Notes: 
NONE 

Contact Person: 
Ahmet Demirbilek (414) 220-6801 

 (414) 322-9606 (Mobile) 
 

https://wisconsindot.gov/rdwy/fdm/fd-15-05-att.pdf#fd15-5a30.5
https://wisconsindot.gov/rdwy/fdm/fd-15-05-att.pdf#fd15-5a30.6
https://wisconsindot.gov/rdwy/stndspec/ss-06-57.pdf
https://wisconsindot.gov/rdwy/sdd/sd-10a17.pdf#page=1
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